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Modeling and Decoding Motor Cortical Activity
Using a Switching Kalman Filter
Wei Wu*, Michael J. Black, Member, IEEE, David Mumford, Member, IEEE, Yun Gao, Elie Bienenstock, and
John P. Donoghue, Member, IEEE
Abstract—We present a switching Kalman filter model for the
real-time inference of hand kinematics from a population of motor
cortical neurons. Firing rates are modeled as a Gaussian mixture
where the mean of each Gaussian component is a linear function of
hand kinematics. A “hidden state” models the probability of each
mixture component and evolves over time in a Markov chain. The
model generalizes previous encoding and decoding methods, ad-
dresses the non-Gaussian nature of firing rates, and can cope with
crudely sorted neural data common in on-line prosthetic applica-
tions.
Index Terms—Mixture model, motor cortex, neural decoding,
neural prosthesis, switching Kalman filter.
I. INTRODUCTION
R
ECENT results have demonstrated the feasibility of con-
tinuousneuralcontrolofdevicessuchascomputercursors
using implanted electrodes [13], [28], [29], [33]. These results
are enabled by a variety of mathematical “decoding” methods
that produce an estimate of the system “state” (e.g., hand po-
sition) from a sequence of measurements (e.g., the firing rates
of a population of cells). Here, we present a new model based
on the switching Kalman filter [19] that generalizes previous
approaches, achieves real-time decoding, and is appropriate for
continuous neural-prosthetic control tasks.
We model the probability of the firing rates of the popula-
tion at an instant in time as a Gaussian mixture where the mean
of each Gaussian is a linear function of the hand kinematics.
This mixture contains a “hidden state,” or weight, that assigns
a probability to each linear Gaussian term in the mixture. The
evolution of this hidden state over time is modeled as a Markov
chain. The expectation-maximization (EM) algorithm is used
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to fit this mixture model to training data that consists of mea-
sured hand kinematics (position, velocity, acceleration) and the
firing rates of a small population of cells recorded with a chron-
ically implanted multi-electrode array. Decoding of neural test
data is achieved using the switching Kalman filter (SKF) algo-
rithm [19]. Quantitative results show that the SKF outperforms
the traditional linear Gaussian Kalman filter in the decoding of
hand movement. These results suggest that the SKF provides a
real-time decoding algorithm that may be appropriate for neural
prosthesis applications.
The approach addresses a number of key issues and by doing
so improves decoding accuracy over previous methods. First,
the mixture model represents non-Gaussian distributions of
firing rates. Previously, particle filtering has been proposed for
modeling and decoding arbitrary, non-Gaussian, neural activity
[4]. While general, this approach is computationally expensive
and currently inappropriate for real-time decoding. The SKF
can model non-Gaussian activity while maintaining many of
the computational advantages of traditional linear Gaussian
models; this is critical for neural prostheses. The SKF approach
also addresses a common problem with on-line neural data.
In prosthetic applications, individual electrodes may pick up
activity of multiple cells and on-line spike detection and sorting
techniques must be employed. These techniques tend to be
based on simple thresholds and waveform analysis (e.g., [20])
and may result in multiple units being classified as a single cell
[34]. In this respect, prosthetic applications differ somewhat
from work on off-line encoding/decoding where careful spike
sorting may be possible.
Our focus is on the real-time decoding of a continuous move-
ment signal from population activity in the arm area of pri-
mary motor cortex (MI); see [25] and [27] for brief overviews.
Roughly, the primary methods for decoding MI activity include
the population vector algorithm [9], [13], [17], [18], [24], [29],
linear filtering [21], [28], [33], artificial neural networks [22],
[33], and probabilistic methods [4], [26], [35], [36]. The ma-
jority of these approaches model a linear relationship between
the firing rates of motor cortical neurons and hand kinematics.
The population vector approach is the oldest method and was
pioneered by Georgopoulos and colleagues in early 1980s [7],
[9] to model the encoding of hand movement direction by a
population of MI neurons. This work has led to a number of
further observations that show that motor cortical firing rates
are related to hand position [15], velocity (movement direction
and speed) [18], and acceleration [3]. The population vector
algorithm has been used successfully to decode various hand
movement tasks which include center-out reaching [18], sinu-
soid tracing [23], spiral tracing [17], and lemniscate tracing
[24]. Recently, the population vector algorithm was applied to
the real-time neural control of three-dimensional (3-D) cursor
movement in a center-out reaching task [29].
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Although the population vector approach has shown success
in these decoding and neural control tasks, it makes a number
of assumptions [8] which are difficult to achieve in practical sit-
uations. For example, it assumes that the population uniformly
represents the space of movement directions. With small popu-
lations, this is often not satisfied [12]. Additionally, the popula-
tion vector method implicitly assumes a linear relationship be-
tween hand velocity and firing rate [36]. This has been shown
many times to be a reasonable approximation when the data
comes from well isolated cells. If activity from multiple units
is combined by poor on-line spike sorting, this assumption may
be violated.
The population vector method typically focuses on the re-
lationship between hand velocity and firing rates. Continuous
decoding of hand position then requires integration of velocity
estimates over time. For general motions, errors quickly propa-
gate reducing the effectiveness of the method. Consequently the
approach is most often used for tasks with stereotyped motions
such as reaching or for on-line control where the subject may
adapt to compensate for deficiencies in the decoding method.
An alternative model uses linear regression [31] to compute
fixed linear filters relating hand position to a vector of firing
rates defined over a relatively long time window (typically 500
ms to 1.5 s) [21]. Due to its accuracy and efficiency, it has been
successfullyappliedtoreal-timedirectneuralcontroltasks[28],
[33].
Artificialneuralnetworkshavealsobeenappliedtoneuralde-
coding problems [11], [22]. They were shown to be successful
inthereal-timepredictionofhandtrajectoryfromneuralensem-
blesinMI[33].Theresultswerenotsignificantlydifferentfrom
that of the linear filter and, recently, an analysis of the represen-
tation learned by such networks reveals that they essentially en-
code a linear model (cosine tuning) as in the population vector
method [22].
The artificial neural networks, as well as population vectors
and linear filters, lack both a clear probabilistic model and a
model of the temporal hand kinematics. Additionally, they pro-
vide no estimate of uncertainty and hence may be difficult to
extendtotheanalysisofmorecomplextemporalmovementpat-
terns. In contrast, a probabilistic formulation allows the math-
ematically principled combination of information and can take
into account uncertainty in the data.
We have previously suggested the benefits of a probabilistic
approach that uses data in small time windows (e.g., 50–100 ms
or less) and integrates that information over time in a recursive
fashion [4], [36]. In particular, we recently proposed a Kalman
filter [35], [36], in which hand movement is encoded by a pop-
ulation of cells with a linear Gaussian model and is decoded
using the Kalman filter algorithm. The method is based on an
approximate generative model of neural firing. In particular, it
assumes that the observed firing rates are a linear function of
hand kinematics (position, velocity, and acceleration) and that
they are corrupted by Gaussian noise.
This generative model is only a rough approximation and is
violated in many ways. The distribution of firing rates is not
Gaussian and the relationship to hand kinematics is only ap-
proximately linear. Moreover, poor spike sorting can compound
these problems, resulting in decreased decoding performance
for any linear approach. This can occur when a single electrode
recordstheactivityofmultiplecellswithsimilarwaveformsthat
are difficult to distinguish.
We seek to systematically extend the Kalman filter encoding
modeltononlinearrelationshipsandnon-Gaussianstatisticsand
to evaluate the performance of such a model with respect to
neural decoding. Unfortunately, fully general nonlinear models
are difficult to learn from training data and the associated de-
coding methods are computationally expensive [4], [5].
Instead, the SKF model proposed here treats neural firing
rates as a probabilistic mixture of linear models. If the encoding
model of each cell is linear, then the SKF is better able to ap-
proximate the combination of firing rates. The method extends
the Kalman model to exploit a mixture of linear Gaussian
models. This mixture model, combined with a linear Gaussian
model for the hand kinematics, is referred to as switching
Kalman filter model (SKFM) [19]. It is also known as hybrid
model, state-space model with switching, jump-linear system
[10] and conditional dynamic linear model [2].
While such a model is more general than the simple linear
Gaussian model, it still admits an efficient real-time decoding
algorithm. We show how it generalizes to non-Gaussian firing
models and how it can cope with poor spike sorting. In partic-
ular,weconstructtestdatathatisintentionallycorruptedtosim-
ulate the effect of poor spike sorting. The firing rates of pairs
of well isolated units are summed to produce synthetic mixed
cells and we demonstrate how the SKFM is able to separate the
combinedactivity toapproximate the lineartuning properties of
the individual units. The method is also tested on data recorded
during a neural prosthetic control task. While on-line control is
not tested here, the off-line reconstruction results demonstrate
the appropriateness of the method for decoding and suggest that
on-line experiments should be pursued.
II. METHODS
A. Data Acquisition and Processing
To explore the SKF model and its application to neural de-
coding, we consider two datasets consisting of simultaneously
recorded hand kinematics and neural activity. Both experiments
used neural signals recorded with Bionic Technologies LLC
(BTL) 100-electrode silicon arrays [16] which were chronically
implanted in the arm area of primary motor cortex (MI) in
macaque monkeys. Signals were amplified and sampled at
40 kHz/channel using a commercial recording system [14].
The experiments differ in the task being performed and the
processing of the recorded waveforms.
The specific design of the task will effect the resulting
encoding model. The common radial reaching tasks vary the di-
rection of movement and consequently encoding models using
this data focus on directional tuning. More general control tasks
(e.g., computer cursor control) require full two-dimensional
(2-D) control (at least). Consequently, we consider two tasks
in which the hand motion spans a range of 2-D positions,
velocities, and accelerations.
1) Pursuit Tracking Task: Electrophysiological recordings
were made while the monkey performed a continuous tracking
task [21]. The monkey viewed a computer monitor while grip-
pingatwo-linkmanipulandumthatcontrolledthe2-Dmotionof
a cursor on the monitor. In each trial, a target dot moved slowly
and continuously on the monitor and the task required moving
a feedback dot with the manipulandum so that it kept tracking
the target within a given distance range. Hand positions were
recorded every 50 ms and from this we computed velocity and
acceleration using simple differencing.
A trial ended when the dot fell outside the tracking range.
We eliminated the short trials (with duration less than 5 s). The
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in duration. Note that the hand motions in this task were more
general than those in the more common stereotyped tasks (e.g.,
“center-out” task in [29]) in that the motions spanned a range
of directions, positions, and speeds (see [21] for details). They
cannot, however, be considered natural motions.
During a trial, all neural activity that crossed a manually set
threshold was digitized (12-bit voltage resolution) and saved
to disk. Waveforms and their corresponding timestamps were
saved for each electrode in the array. These waveforms were
“sorted” by hand (off-line) using a commercial software [14].
Twenty five well-isolated units were detected and used for anal-
ysis. The empirical firing rate for each unit was calculated by
counting the number of spikes within the previous 50-ms time
window. The mean firing rate for each unit was then subtracted
to obtain zero-mean data.
2) “Pinball” Task: In the “pinball” task [28], a target dot
appeared at a random location on the monitor and the monkey
was required to move the feedback dot with the manipulandum
tohitthetarget.Whenthetargetwashit,itrandomlyjumpedtoa
new 2-D location. In this task, the subject’s hand motions were
fast and unconstrained; this was more natural than the motion
in the pursuit tracking task and simulated the motions needed to
control a computer interface.
Each trial in this task was typically several minutes long. The
data analyzed here includes two trials: one of approximately 3.5
min in length was used as training data and the other, approxi-
mately 1 min long, was used as test data for decoding.
As in the off-line task, hand position was recorded and hand
velocity and acceleration were computed from the hand posi-
tions. Here, however, the task was designed for on-line neural
controlin[28]and,consequently,thespikeacquisitionexploited
simple thresholding of waveforms rather than manual, off-line,
sorting. As a result, the activity recorded with a single electrode
may be the combination of the spiking activity of multiple cells.
Data was recorded from 42 channels, action potentials crossing
manually set thresholds were detected, and the firing rate for
each channelwas computedin 70ms time bins. Themean firing
rates in this task were larger than that in the pursuit tracking
taskduetothemorerapidmotionsandthepossiblecombination
of units. The distribution of firing rates was also less Gaussian
so we applied a square-root transform to the firing data as sug-
gested in [18]. The mean firing rate for each unit was then sub-
tracted to obtain zero-mean data.
3) Data Preprocessing: In the work that follows, we fit a
Gaussian mixture model to the firing data in which each com-
ponent of the model had a full covariance matrix (i.e. 42
42). Given the large number of units, correlations between their
firingactivity,andalimitedamountoftrainingdata,fittingmul-
tiple covariance matrices can be computationally infeasible. To
deal with this issue, we reduced the dimensionality of the input
firing rates using principal component analysis (PCA) [1].
Let represent a the zero-mean
firing rates of cells at time bin . We constructed a matrix
for the time bins in the training data. Since
the mean firing rate for each cell is zero, the covariance ma-
trix of the firing rate vectors is given by . Since
is symmetric and positive semi-definite, there exists an or-
thonormal matrix and a nonnegative diagonal matrix such
that . Each column in is an eigenvector and each
diagonal entry in is an eigenvalue which reveals the variance
in the corresponding eigenvector direction. The total variance is
the sum of all these eigenvalues. If the firing rates of cells co-
vary then the covariance matrix will not be full rank and some
Fig. 1. Graphical model representation for SKFM: it is a combination of a
state-space model and hidden Markov model. Both states x and switching
labels S are assumed to be Markov over time, and conditioned on the states
and labels, the observation likelihood is a linear Gaussian model.
of the eigenvalues will be small. In this case, fitting the covari-
ance matrices in the next section will be ill-conditioned.
To cope with this problem, let be a submatrix of which
only contains those eigenvectors with correspondingly large
eigenvalues. Let , be the projection of the original
firing rate vectors on the lower dimensional subspace spanned
by the columns of . In the pinball task data, the projection of
the 42 firing rates onto a 39-dimensional subspace resulted in a
loss of less than 1% of the total variance. Rather than work with
the original firing rates we work with their projections and refer
to each column in as a vector of firing rates for simplicity.
B. Computational Methods
In the SKFM, the hand movement (position, velocity and
acceleration) is modeled as the system state and the neural
firing rate is modeled as the observation (measurement).
Let the state of the hand at the current instant in time be
, which represents -position,
-position, -velocity, -velocity, -acceleration, and -accel-
eration at time , where (pinball task) or 50 ms
(off-line task) in our experiments. The observations
represent a vector containing the firing rates at time
for the observed neurons within .
Our goal is to model the probabilistic relationship between
and . To that end, we exploit the SKF model illustrated
in Fig. 1 [19]. In contrast to the standard Kalman filter [32], the
SKFintroducesadiscrete“switching”variable .Theintuition
is that the observations may be generated by different models
represented by this switching variable.
Specifically, we model the joint probability distribution over
states , observations , and switching variables
is
(1)
where represent discrete time bins. Conditioned
on the hidden switching variable, the probability of observing
the firing rate vector is given by
(2)
This simply states that the probability of observing the firing
rates conditioned on the kinematics is represented by a
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ofbeinginmodel attime foreachofthe possible
models.
The term represents the likelihood of ob-
serving the firing rates conditioned on both the kinematics and
the particular model . We assume that each model in the mix-
ture is linear and Gaussian. Consequently, we write
(3)
where denotesaGaussiandistributionwithmean
.Thematrix linearlyrelatesthehandsstateto
the neural firing. The noise covariance matrix is .
In the case of the standard Kalman filter, and conse-
quently there is only a single linear model of this form.
Note thatthephysicalrelationshipbetween thefiringrateand
hand kinematics means there exists a time lag between them
[18], [21]. In previous work, we noted that the optimal lag was
approximately 140 ms in the pinball task [36] and 150 ms in
the pursuit tracking task [35]. We used the same lags here for
both encoding and decoding and the likelihood term should be
written but to simplify the notation, we
omit the lag time in the equations.
We assume the hidden states form a first-
order Markov chain as illustrated in Fig. 1; that is
(4)
where we denote
(5)
We represent these state transition probabilities as a transition
matrix .
The kinematic state is also assumed to form a Markov chain
represented by the system model
(6)
where is the coefficient matrix linearly relating hand
kinematics at time to the kinematics at time . The noise
covariance matrix is represents the uncertainty in
this prediction. Note that this system model is identical to that
in the traditional Kalman filter.
Encoding: In practice, we need to estimate all the parame-
ters , , , , from training data, in which both
hand kinematics and firing rates are known, but the
switching labels are hidden. Therefore, we estimate all the
parameters by maximizing likelihood
Using the linear Gaussian property of ,w eh a v e
The above minimization has a closed-form solution as fol-
lows:
The other term
contains hidden variables . While no closed form solution
exists, the EM algorithm offers an effective way to estimate
all the parameters. Denoting and
, we update to as
The details of the maximization process can be found in [19].
We only show the updating result here
where and the conditional probabilities of ,
can be calculated using standard dynamic programming
techniques.
Decoding (Estimation): Given the probabilistic encoding
model defined above, we turn to the problem of decoding; that
is, reconstructing hand motion from the firing rates of the cells.
Let denote , and similarly for and .W e
seek the a posteriori mean that minimizes the
mean square error . We achieve this using
the efficient SKF algorithm which is briefly described here (see
[19] for details).
Under the SKFM framework, the posterior distribution of the
state is a mixture of Gaussians, but the number of mixture com-
ponents grows exponentially with time; that is, assume the ini-
tial is a mixture of Gaussians (one for each value of
), then is a mixture of Gaussians (one for each
possible sequence of ). The SKF algorithm [19] ap-
proximates these Gaussians with a mixture of Gaussians
at each time step . The fixednumber overtime is maintained
by “collapsing” Gaussians into one using moment matching,
which can be shown to be the optimal approximation under the
criterion of minimization of relative entropy between the Gaus-
sians.
For neural prosthetic applications, the SKF algorithm is
preferable to other sampling-based algorithms [2], [4] since,
by “collapsing” the posterior at each time instant, it provides
both a deterministic algorithm and a probabilistic model
representing uncertainty in the estimate. The uncertainty may
be important for later stages of analysis. We illustrate this
uncertainty estimation in the following section on experimental
data analysis.
The SKF decoding algorithm proceeds as follows. At time
, assume that the posterior distribution is
approximated with a mixture of Gaussians. That is
where the weight and each com-
ponent
in which the mean and covariance of the system state
are given by and
, , re-
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At time , we will show how the posterior is es-
timated as a Gaussian mixture and how the weight, mean and
covariance of each Gaussian are obtained. At first, we expand
the posterior as a linear sum
where the weight ,
, and ,
.
For each and , is a Gaussian
density function which can be calculated using the standard
Kalman filter subroutine filter (shown in the Appendix). Since
the Kalman filter produces a Gaussian estimate of the state, we
have
where the mean and the
covariance matrix .
Let be the likelihood
of the observing the firing rate . This can be calculated as
a by-product of the Kalman filter algorithm. Using the above
notation, we obtain an expressions for the following weights at
time : , , and
.
Following the above analysis, we see that
is a mixture of Gaussians.
To reduce the number of mixture components to ,
we combine the Gaussians that have same label at
time to form a single Gaussian. That is, for each ,
is a mixture with
components; we approximate this as a single Gaussian by
matching the mean and covariance matrix (using the subroutine
collapse in the Appendix) that is
where the mean , and the covariance
matrix , . Finally, we
have the desired mixture approximation to the posterior proba-
bility of the system state conditioned on the measurements
In summary, the following algorithm shows how the poste-
rior distribution is approximated by a mixture of
Gaussians at time step .
From time step to
When a single estimate and its uncertainty is desired, these
can be computed from the mixture model. The state estimate
and its error covariance (obtained by the same approach as
in collapse) are given by
III. RESULTS
We summarize three sets of experiments. The first involves
the data from the pursuit tracking task in which the electrophys-
iologicalrecordingswerecarefullysortedoff-line.Fromthisset,
weconstructedasecond,mixed,datasetthatsimulatederrorsin
spike sorting. Finally, we considered data from an on-line sce-
nario where spike detection was performed in real-time; we ex-
pect the quality of the spike sorting to be poorer than in the pur-
suit tracking task resulting in mixed units.
A. Pursuit Tracking Task
Evaluation of the encoding and decoding performance was
performedusingcross-validation.Weevenlypartitionedthe182
trials into seven segments (i.e., each segment had 26 trials).
Thenforeachexperiment,156trials(sixsegments)wereusedas
training data to learn the probabilistic model, and the remaining
26 trials (one segment) were used to test the decoding accuracy.
TheSKFM was trainedwith twomixture components .
This training/testing process was performed 7 times and each
trial was used in the decoding stage exactly once. Despite the
large amount of training data, computing the encoding model
took only a few minutes. Decoding was performed in real time.
Since each testing trial was very short, we let the initial hand
kinematics (at time 0) equal the true known initial condition.
The SKF was then applied to reconstruct the hand trajectory; a
few example reconstructions are shown in Fig. 2.
Errors are reported in terms of mean squared reconstruction
error (MSE) and the correlation coefficient (CC) for ,
position. Assume is the estimate for the true position
, , then MSE and CC are defined as
follows:
Forprostheticapplications,MSEmaybeparticularlyrelevant
since it measures the positional accuracy of the neural recon-
struction.
The waveforms for this dataset were carefully sorted off-line
reducing(butnoteliminating)thechanceofmultipleunitsbeing
treatedas one.The neuralactivityfor thisdataset haspreviously938 IEEE TRANSACTIONS ON BIOMEDICAL ENGINEERING, VOL. 51, NO. 6, JUNE 2004
Fig.2. Reconstructiononfourtesttrials(eachrowisone):truehandtrajectory
(dashed) and reconstruction using the SKF (solid). Left column: the trajectories
in 2-D. Right column: the trajectories by their x and y components.
been shown to be approximately linearly related to hand kine-
matics [35]. Consequently, we expected the SKF and Kalman
filter to have similar performance.
The comparison of decoding accuracy for the SKF and
Kalman filter is shown in Table I. The table shows the per-
centage of the time that the SKF was superior to (had lower
reconstruction error than) the Kalman filter. The first column
of results [labeled “25 (25S, 0D)”] shows that the SKF and
Kalman filter had roughly the same decoding performance on
this well sorted data set. The differences between the models
were not statistically significant.
B. Mixed Cells
In practical neural prosthetic applications, real-time compu-
tational constraints may mean that spiking activity is poorly
sorted. To test the ability of the SKF to cope with such data, we
constructed artificial spike trains by randomly selecting pairs
of cells from the pursuit tracking dataset and combining their
responses. The resulting firing rate for each “double” cell was
the sum of the individual firing rates. This synthetic set of cells
simulatedwhatwouldhappeniftwounitswerepoorlyseparated
and their waveforms were judged as coming from the same cell.
Inparticular,wetestedthreedifferentsituationswithdifferent
combinations of the original 25 cells: 1) we randomly chose ten
units from the 25, and summed their rate functions to form five
new “units” containing spikes from pairs of original cells; 2) we
combined 20 cells to form ten doubles; and 3) we combined 24
cells to form 12 doubles. Once again, the SKFM was trained
with two mixture components.
We tested the performance of SKF on this simulated experi-
mental data and compared it with Kalman filter. The fourth to
sixth column of Table I, show that SKF outperforms the KF in
terms of reconstruction accuracy and the results are statistically
significant (the p-values using a sign test are all less than 5%).
Fig. 3 provides some intuition regarding the performance of
the SKFM on the double data. The figure shows the empirical
firing rates for a selection of cells in terms of position or ve-
locity.Notethatdarkbluecorrespondstonomeasurementwhile
brighter colors of red indicate high firingrate. When the a linear
Gaussianmodelwasusedtofitthisdata,theresultingencodings
were linear (planar) as expected. The figure also shows some of
the double “units” that combine the activity of two cells. In this
case, the simple linear fit did not well model either of the orig-
inal cells. The SKFM however fit multiple linear models (two
here) and was able to approximate the original linear functions
in these cases.
C. Pinball Task
We also tested the SKF model and its decoding algorithm on
the data from the pinball task. For this on-line task, the spike
sorting was less accurate and we hypothesized that the SKF
would be more appropriate. Experimentally, we found that ap-
proximately 3.5 min of training data sufficed for accurate re-
construction (this is similar to the result for fixed linear filters
reported in [28]). Learning the model took approximately 1 min
on a Pentium-III 866.
At the beginning of the test trial, we assumed that we had
noinformationaboutthe hand kinematicsand, consequently, let
thepredictedinitialconditionequaltheaveragehandkinematics
in training data. Both the SKF and Kalman filter were used to
decode the test data and the results are reported in Table II. The
results indicated that, the SKF gave a slightly more accurate
reconstruction than the Kalman filter. Most critically, it gave an
8% reduction in MSE.
Fig. 4 shows the SKF reconstruction of the first 20 s of test
data (distinct from the training data) for each component of the
state variable (position, velocity and acceleration in and ).
The reconstructed trajectories are smooth and visually similar
to the true ones (i.e., high Correlation coefficient). Note that
the ground-truth velocity and acceleration curves are computed
fromthepositiondatawithsimpledifferencing.Asaresultthese
plots are quite noisy making an evaluation of the reconstruction
difficult.
For the SKF, the posterior distribution of the state is assumed
to be a mixture of Gaussians. The hand state and its uncertainty
are estimated as the mean and covariance matrix of the mix-
ture. The 95% confidence interval of this estimation is shown
for both and -position in Fig. 5 (calculated as the [ ,
], where , are the mean and standard deviation in
the or component). From Fig. 5, we observe that the true
positions were typically within this confidence interval. Such aWU et al.: MODELING AND DECODING MOTOR CORTICAL ACTIVITY USING A SWITCHING KALMAN FILTER 939
TABLE I
COMPARISON OF THE SKF AND KF. NOTATION: FOR EXAMPLE, IN THE LAST COLUMN, “13 (1S, 12D)” DENOTES THE USE OF 13 NEW “UNITS” ONE 1I S SINGLE
(1S) FROM THE ORIGINAL DATA AND 12 ARE DOUBLE (12D). THE DOUBLE “UNITS” ARE THE RESULT OF COMBINING PAIRS OF SINGLE UNITS (SEE TEXT).
RESULTS: FOR EXAMPLE, 66.48% DENOTES THAT THE SKF HAS LOWER MSE IN 66.48% OF THE 182 TRIALS. 1.22e-5 IST H Ep-VALUE WHICH SHOWS THE
SIGNIFICANCE OF THE RESULT.T HE p-VALUE MEANS THAT IF WE ASSUME THE KF AND SKF HAVE THE SAME DECODING ACCURACY,T HEN THE
PROBABILITY OF OBSERVING LOWER ERROR FROM THE SKF 66.48% OF THE TIME IS ONLY 1.22e-5. THE ASSUMPTION CAN THEN BE
REJECTED.H ERE THE p-VALUES ARE CALCULATED BY THE SIGN TEST [30]
Fig. 3. Fitting multiple linear models: in the first two columns, the first row shows the empirical mean firing rate distributions of two cells with respect to hand
position; the second row shows the corresponding linear fit to the data (Kalman filter model); the third row shows the empirical distribution of the sum of firing
rates of these two cells and Kalman fit; the fourth row shows the two components recovered by the SKFM when applied the combined data. We see that these two
linear components are very similar to the linear fits for the original two cells. The two right columns show the same behavior when we consider firing rate as a
function of hand velocity. Note that the Kalman and SKF models used here fit linear models with respect to position, velocity and acceleration. The figure shows
just the position or velocity component of these models.
TABLE II
RECONSTRUCTION ACCURACY USING THE KALMAN FILTER AND SKF
confidence measure may be useful for later stages of processing
that may exploit the neural control signal.
IV. DISCUSSION AND CONCLUSION
WehaveproposedanextensionoftheKalmanfilterforneural
decoding of motor cortical activity. The approach extends the
observationmodeloftheKalmanfilterasaprobabilisticmixture
of linear Gaussian models. This mixture model is more general
and can cope with non-Gaussian rate models and poor separa-
tion of units after spike sorting. These generalizations suggest
that the approach may be more appropriate for neural control
applications than previous linear methods such as the Kalman
filter, linear filter, and population vector algorithm.
In particular, experiments that simulated the effect of poor
spike sorting showed that the SKF performed significantly
better than the traditional Kalman filter. This illustrates how the
method can be applied when the assumptions of a simple linear
Gaussian model are not met. To the extent that this simulation
models real problems in on-line spike sorting, it suggests that
that SKFM may be more appropriate and practical for neural
prosthetic applications. Additionally, we found no performance940 IEEE TRANSACTIONS ON BIOMEDICAL ENGINEERING, VOL. 51, NO. 6, JUNE 2004
Fig. 4. Reconstruction of each component of the system state variable: true
hand motion (dashed) and reconstruction using the SKF (solid). 20 s from a
1-min test sequence are shown.
Fig. 5. Confidence estimation for the x and y-position: the first row shows the
true (dashed), reconstructed trajectories (solid), and their 95% confidence range
(dashdot).Thesecond rowisthe normalizedversionobtainedbysubtracting the
corresponding reconstruction; this shows the confidence intervals more clearly.
decrease with well sorted data. Consequently, the advantages
of the approach may justify the increased complexity of the
method relative to the simpler Kalman filter.
The mixture model can be efficiently learned with the EM al-
gorithm using only few minutes of training data. The SKF algo-
rithmprovidesanefficientdecodingmethodthatgivesreal-time
estimates of hand position in short time windows (50–70 ms
here) from the firing rates of a small population of cells. Rela-
tively accuratedecoding was achieve with populationsof 25–42
cells. Reconstructions of 2-D hand motion were obtained for
two different tasks and two different animals. The amount of
dataavailableforthePinballtaskwaslimitedthus makingitim-
possible to state the statistical significance of the performance
improvement in this case.
The hand motions explored here were more general than
those in stereotyped tasks such as center-out reaching. Nev-
ertheless, they were still simple compared with natural hand
movements in daily life. In the future, we will explore more
complex and natural movement and examine the extension of
these methods to three dimensional reconstruction. For pros-
thetic applications, there is no reason to restrict the output of
decoding to mimic natural hand motion; nonnatural mappings
between neural activity and prosthetic control, however, are
beyond the scope of this paper.
Here, we restricted our attention to off-line decoding ac-
curacy. We conjecture that more accurate off-line algorithms
should improve on-line control but this remains to be tested.
In previous work we showed that the Kalman filter was more
accurate at off-line decoding than linear filtering methods
[36]. Here, we showed that the SKF is more accurate still. Our
current work is exploring on-line neural cursor control and will
compare the SKF with the Kalman filter and linear regression
methods.
It is worth noting that reasonably accurate reconstructions of
hand trajectories are possible from small populations of cells
(e.g., 25–42 cells as considered here). In particular, data from
the Pinball experiments was used for on-line control by Serruya
et al. [28]. It remains an open question how the relative perfor-
mance of different decoding methods will scale to larger popu-
lations.
In summary, the SKFM has many of the desirable properties
of the Kalman filter (e.g., linear Gaussian models (when condi-
tioned on the switching state), full covariance model, efficient
encoding and decoding), while being more versatile and accu-
rate. It can deal with violations (to some extent) of both the as-
sumption of linearity and Gaussian noise. It also has an advan-
tage over more general particle filter decoding methods [4] in
that it is computationally efficient since it does not rely Monte
Carlo sampling.
APPENDIX
A. Kalman Filter
We briefly summarize the discrete Kalman filter which is
equivalent to the SKFM for in (3) and (6). For details,
see [32].
In the standard Kalman filter framework, the system
and measurement are assumed to satisfy the following
linear equations.
Measurement equation
(7)
System equation
(8)
where , , ,
, , and , .
The Kalman filter algorithm is a recursive estimation ap-
proach. At each time step it has two steps: 1) prediction of the
a priori state estimate and 2) updating this estimate with
new measurement data to produce an a posteriori state estimate
. In particular, these steps are as follows.
I. Time update equations
At each time , we obtain the a priori estimate from
the previous time , then compute its error covari-
ance matrix as follows:
(9)
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II. Measurement update equations
Using the estimate and observation , we up-
date the estimate using the measurement and compute
the posterior error covariance matrix as follows:
(11)
(12)
where represents the state error covariance after
taking into account the observation and is the
Kalman gain matrix given by
(13)
produces a state estimate that minimizes the mean
squared error of the estimation (see [6] for details).
Note that is the measurement error matrix and, de-
pending on the reliability of the data, the gain term
automatically adjusts the contribution of the new mea-
surement to the state estimate.
The likelihood is the probability of the observation and
can be calculated as a by-product of Kalman filter, i.e.,
In thecallingof thissubroutine, theparameters , , , and
have been estimated in the encoding stage and ,
aretheestimatedstateanduncertainty(errorcovariance)attime
, so we can directly apply the above updating equations to
propagate the state and uncertainty estimation from time step
to .
B. Collapsing a Mixture of Gaussians
The subroutine collapse approximates mixture of Gaussians as
one Gaussian by moment matching. That is, the mean and co-
variance matrix of the one Gaussian are the same as that of the
mixture. Therefore
and
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